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To: Commander, California Highway Patrol
From: Brian Mickelson

Director of Public Works
Date: 5/27/26

Subject: Updated Engineering & Traffic Surveys for North Beale Road — Yuba County

In accordance with the California Vehicle Code, Section 627 and the California Manual on Uniform Traffic
Control Devices, the following roadway segments have been reviewed, studied and the Engineering and
Traffic Surveys have been adopted by the Yuba County Board of Supervisors.

1. North Beale Road — From the intersection with State Route 70 easterly to the intersection with
North Linda Avenue,

Accident Rate ~ 5.98 cpmvm

Volume - 9,802 vpd

85" Percentile Speed — 49 mph

Posted Speed — 35 mph

Recommended Speed 40 mph

Based upon the Engineering and Traffic Survey and ait highway traffic, and roadside conditions
niot apparent to the driver, the recommended maximum safe speed for this section of North
Beale Road is 40 mph. This is due to a high pedestrian activity area, as wellas a crash rate far
exceeding the State average.

7. North Beale Road — From the intersection of North Linda Avenue Easterly to a point 1.90 miles
easterly.

Accident Rate — 2.17 cpmvm

Volume - 6,478 vpd

85" Percentile Speed - 52 mph

Posted Speed — 45 mph

Recommended Speed 45 mph

Based upon the Engineering and Traffic Survey and all highway traffic, and roadside conditions
not apparent to the driver, the recommended maximum safe speed for this section of North
Beale Road is 45 mph.





